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How to find a Sales Manual in IBM Documentation
1. Go to IBM Documentation webpage:


 https://www.ibm.com/docs/en/announcements
2. Introduce the Machine Type:
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3. Select the “IBM Sales Manual” option and click on the link.
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7 results for "9080-HEX" in all of IBM Sales manuals. Sortby: relevancy

Family 9080+04 IBM Power E1080 Enterprise server

‘www.ibm.com/docs/en/announcements/power-e1080-enterprise-server

Last Updated: 2023-09-26

See the PCI Adapter Placement manual for the 9080-HEX for details and rules associated with specific adapters
supported and their supported placement in x8 or x16 slots. Up to four PCle I/0 drawers per node can be attached to
the Power E1080 server,-HEX and 9043-MRXEdit online This feature supports to mix 128GB and 256GB Memory
DIMMs in 50:50 ratio inside each of the P10...
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4. Usually, the most relevant results are listed at the top.

How to find a feature in the sales Manual
1. Go to the “Features” section.


2. then go to the “Feature descriptions” section.
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@ Note: Notallof the following features are available in all countries. Check with your country representative for specific feature availability.





3. look the desired feature code.
4. Usually, the software prerequisites are listed under the “OS level required” item.

[image: image4.png](#0267) IBM i Operating System Partition Specify
This feature indicates customers intend to create a partition on the system that will use the IBM i operating system. This feature should be
included once for each intended IBM i partition. This feature is an indicator and does not deliver parts, software, or services.

~ Attributes provided: None
~ Attributes required: Customers intend to create a partition on the system that will run the IBM i operating system.

~ Minimum required: 0

11000 (Initial order maximum: 1000)

BM i supported
« Refer to Software Requirements for specific 0/S levels supported

~ Initial Order/MES/Both/Supported: Both

- CSU: Yes

~ Return parts MES: Does not apply




Software requirements section
In sales manual there is a Software requirements section, where all the software requirements supported by this model are listed in a more detailed way. Here is an example:
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If installing the AIX operating system LPAR with any I/O configuration (one of these):

— AIX Version 7.3 with the 7300-00 Technology Level, or later
— AIX Version 7.2 with the 7200-05 Technology Level and Service Pack 7200-05-03-2136, or later
— AIX Version 7.2 with the 7200-04 Technology Level and Service Pack 7200-04-05-2148 (planned availability February 11, 2022)

If installing the AIX operating system Virtual I/O only LPAR (one of these):

— AIX Version 7.3 with the 7300-00 Technology Level, or later

— AIX Version 7.2 with the 7200-05 Technology Level and Service Pack 7200-05-01-2038, or later
— AIX Version 7.2 with the 7200-04 Technology Level and Service Pack 7200-04-01-1939, or later
— AIX Version 7.1 with the 7100-05 Technology Level and Service Pack 7100-05-05-1937, or later

If installing the IBM i operating system (one of these):

— IBMi 7.5, or later
— IBMi 7.4 TR5, or later
— IBMi7.3 TR11, or later



 
Feature description section
The feature descriptions section lists in numerical order all the feature description topics associated with the product.
(#EB4Z) Service wedge shelf tool kit for EB3Z - Feature code marketing name
This feature provides a separate tool kit to replace the flat shelf with a wedge/angle shelf at the client site. - Feature code marketing Description: This is a summary that describes the purpose of the feature.
· Attributes provided: Wedge/angle shelf

· Attributes required: Feature EB3Z - List other machines, features or sometimes software required to install this feature.
· Minimum required: 0

· Maximum allowed: 9999 (Initial order maximum: 250) Indicate the maximum number of this feature that may be orderable.
· OS level required: None - List the software prerequisites for this feature.
· Initial Order/MES/Both/Supported: Both – Feature order type.
· CSU: No - Indicate if this feature can be set up by the client.
· Return parts MES: No - Parts that must be returned to IBM.
Note: Feature EB4Z not orderable in Albania, Bahrain, Bulgaria, Croatia, Egypt, Greece, Jordan, Kuwait, Kosovo, Montenegro, Morocco, Oman, UAE, Qatar, Saudi Arabia, Serbia, Slovakia, Slovenia, Taiwan and Ukraine.

Notes includes relevant information for the feature.
Type of software prerequisites

Traditional OS level Prerequisites
These are typical of the Sales Manual Software requirements section. For example:

· AIX Version 7.2 with the 7200-05 Technology Level and Service Pack 7200-05-04-2220 or later

· AIX Version 7.2 with the 7200-04 Technology Level and Service Pack 7200-04-06-2220 or later

· IBM i 7.5, or later

· IBM i 7.4 TR6, or later

· Red Hat Enterprise Linux 8.4, for Power LE or later

· SUSE Linux Enterprise Server 15 Service Pack 3, or later

References (Two types)
OS supported
This reference shows the supported OS levels for this feature. To see the detailed OS level list go to the Software requirements section. 
Example:

· AIX supported

· IBM i supported

· Linux supported
Note. If the comment indicates just “IBM i supported”, it means that the minimum OS level for this system is sufficient to also run this feature – no additional OS levels are needed.

Feature Code Reference
This means that the feature supports the same OS levels that the referenced feature.
Typically stated as 

· Refer to #1953

· See #1953

Features Without Prerequisites / No Prerequisite Required (NPR)
OS levels with

· OS level required: 

· OS level required: None  

· OS level required: N/A
Note. These mean that there is no OS code required for this feature.

Type of Firmware prerequisites

Firmware
Firmware in the feature marketing description section

Firmware could be included in the feature marketing description section. Example: 
(#EME0) 100GB Static to Mobile Memory Auto Conversion

Feature is used to order automatic conversion of a static action to a mobile activation without IBM intervention. The term "static activations" also includes Mobile Enabled activations which are technically static. Firmware 840 or later is a pre-requisite. Use of this feature on servers with firmware 830 or earlier will require IBM intervention through the pcod@us.ibm.com
It may also be included as a prerequisite, attribute required or limitation.
Attributes required: Firmware 840

Prerequisite: Firmware 1030.20.
Limitations:

· Firmware 1040

Requirement as a note
The Firmware is included in a note in the feature description section.
Note. Please refer to the following URL for the latest firmware and software updates http://www-03.ibm.com/security/cryptocards/
Type of VIOS prerequisites

Traditional Software Prerequisites
This type of requirement is listed in the software requirements section.
If installing VIOS:

· VIOS 3.1.3.10, or later

· VIOS 3.1.2.30, or later

· VIOS 3.1.1.50, or later

Requirement as a note
The VIOS is included in a note in the feature description section.
Note: Assignment to the VIOS requires VIOS 3.1.4.10, or later
VIOS supported
To see the detailed VIOS level list, go to the Software requirements section. 
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